
Indoor Grilles
Grilles with fixed linear bars for floor mounting 

Advantages

• Version suitable for designed 
floor assemblies.

APPLICATION

DESCRIPTION
• Fixed horizontal linear bars with a 16 mm spacing. 
• Aluminium finish or desired RAL colour, natural satin 

finish.
• Embedded into the floor.

ACCESSORIES
• Opposed blade damper - in aluminium profiles, fitted 

to the grille using clips. 
• All aluminium version for swimming pool applications  

(please, consult us).

ADDITIONAL RANGE
• Other sizes available upon request.

AG 450A - Aluminium

Dimensions Grille
AG 450 F0

Code
200 x 100
300 x 100
300 x 150
400 x 150
400 x 200
600 x 200
500 x 300
600 x 300
600 x 600

RANGE

DIMENSIONS (mm)

AG 450A grille alone

AG 450A with damper

Comfort airflow in m3/hr for Lw < NR 25 and dimensions
L 

(mm) 
H (mm) 

100 150 200 300 600
200 160 - - - -
300 250 350 - - -
400 - 450 550 - -
500 - - - 1200 -
600 - - 800 1400 2000

Special grille for designed floor assemblies (600 x 600 mm tiles).   
State the type of flooring when ordering. 
See selection tables on pages 252 and 254.

Opposed Blade Damper

•
•
•

• Air supply and air exhaust for all ventilation and air-  
conditioning applications.

• Floor mounted.
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